
Wichita Chain and Sprocket
 is a Leading Engineering-class
 Welded Mill Chain and Steel 
Bushed Roller Chain Provider

Home of TENSL™ Brand Chain and Sprocket

Headquartered in Wichita, Kansas, USA

WICHITA CHAIN & SPROCKET LLC.
1632 S WEST ST. STE 9

WICHITA, KS 67213 USA
TEL 316-226-2238

info@wichitachain.com
www.wichitachain.com

Our chairman Leon Trammell is the pioneer of 
welded steel chain in the grain industry. He has
set the standard of en-mass conveyors in the 
grain handling industry for the most demanding 
application since 1967. 

Mr. Trammell is well respected worldwide in 
the conveyor industry for his business wisdom
and innovative conveyor design, as well as his 
manufacturing expertise. Under his guidance
and leadership, Wichita Chain and Sprocket is
now able to serve you all Welded Steel and 
Engineered Class chains with the best quality
and unparalleled service at a fair price.

Not all welded steel chains are created the same, 
just like not all conveyors are created the same.
 Only expertise and dedication speak out. Our over 
100 years of combined indepth knowledge and 
experience in conveyor engineering, design and 
manufacturing, as well as the legacy of To Be the 
Best have contributed to the best quality of 
Wichita Chain & Sprocket that you can trust and
count on!

All our chains are compatible or interchangeable 
with other major chain manufacturers in USA.

ABOUT US

CHECK OUT OUR WEBSITE!

THE HIGHEST PERFORMANCE AT THE BEST VALUE!

We are not just your supplier, but your 
trustworthy value-added partner. We are 
eager to work with you, no job is too big 
or too small for us. Please contact us for 

any assistance we may offer.

www.wichitachain.com



• 81X Series Steel Bushed Roller Chain 2.609 Pitch
• WH132/WHX132 Welded Steel Mill Chain 6.05 Pitch
• WH124/WHX124 Welded Steel Mill Chain 4.00 Pitch
• WH155/WHX155 Weled Steel Mill Chain 6.05 Pitch
 

• WH78 Welded Steel Mill Chain 2.609 Pitch
• WH82 Welded Steel Mill Chain 3.075 Pitch
 
• WS124 Welded Stainless Steel Mill Chain 4.00 Pitch
• WS132 Welded Stainless Steel Mill Chain 6.05 Pitch

OUR CURRENT AVAILABLE CHAINS

81X SERIES

• Bushings and pins are thru hardened for
  maximum chain life
• Pin is made of superior grade alloy steel
• Quad staked and pre-stressed

Cottered construction is standard but riveted 
construction can be provided upon request

Interchangeable with other major USA brands 
of the corresponding chain size.

All our chains are thru hardened or induction hardened 
via our unique induction heat-treating process and 
manufacturing techniques, resulting in the highest 

toughness, wearability, impact and abrasion resistance. 
We adhere to our legacy of providing you with 
The Highest Performance at the Best Value in

 the grain industry!

Our Commitment To Quality And Service
 Is No Second Best.

All 81X series chains are heat-treated
with solid rollers and solid bushings

TENSL SPROCKET™

All sprockets are engineered and fabricated 
to ASME/ANSI standards. We can do made to
order sprockets to your specifications.

Our features:

• Walking tooth

• Split hub

• Relieved-teeth sprocket

TENSL Sprockets are designed and 
manufactured per the ASME/ANSI 
specification. The sprocket selection
and design depend on the chain and 
the customer’s application.


